DUAL FREQUENCY 
FOR MONOCHROME AND COLOR CARD 


VIDEO MONITOR 


INSTRUCTION MANUAL 


MODEL: 14HP33T 
14HP34T 


WARNING: 


TO PREVENT FIRE OR SHOCK HAZARD, DO NOT EXPOSE THIS 
MONITOR TO RAIN OR MOISTURE. 

HIGH VOLTAGE IS PRESENT INSIDE THE UNIT. DO NOT REMOVE 
THE BACK COVER OF THE CABINET. IF THE MONITOR DOES NOT 
FUNCTION PROPERLY, CONTACT YOUR LOCAL DEALER OR QUALI- 
FIED SERVICE PERSONNEL. 


CAUTIONS: 


1. Do not use or store this monitor in a place with moisture or dust or high 
temperature. 

2. Do not cover the ventilation slits while in operation. 

3. When the monitor is not in use for several days, be sure to pull the 
power plug out of outlet. 


FEATURES: 


* Compatible to IBM PC (monochrome & color) 
* Anti-reflective, flat display screen. 


High resolution display. 
Attractive, computer matched styling. 
110V or 220V interchangeable switching power supply. 


FRONT CONTROLS 


1. LED Indicator. 

2. Power switch. 

3. Brightness control. 
4. Contrast control. 


REAR CONTROLS 
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OPERATION: 


1. 


Input terminal plate. 
2. FOCUS, control. 
INVERSE switch. 


Gnd 

Gnd 

Red 
Green 
Blue 
Intensity 
Video 
H.Sync 
V. Sync 


Connect the signal source to the set by cable connector in the back 


of the unit. 


. Connect the power cord with specified outlet. and push power switch to 


set the unit on. After few second the picture comes on to the screen. 


. Adjust the CONTRAST, and BRIGHTNESS controls to make the 


picture at the level most pleasing to your eyes. 


SPECIFICATIONS: 


1. Picture tube 


2. Signal input 


Input connector 
HOR. frequency 
VERT. frequency 
Resolution 
Power source 


Power consumption 
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Dimension 


10. Weight 


14” non-glare. Flat screen. 


Video. TTL level. positive. 
Intensity. TTL level. positive. 
R. TTL level. positive. 

R. TTL level. positive. 


B. TTL level. positive. 
H. sync. TTL level. positive. 


V. sync. TTL level. negative or positive. 
9 pin D type connector. 

18.432K Hz. /15.750KHz. 

50Hz./60Hz. 

1000 lines at center. 

65—150V or 150V—250V. 50/60Hz. 

30W (max.) 

320mm(W) x 330mm(H) x 310mm(D) 
7.2kgs. (net) 


